
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

AUTOMATIC PROFILES TRANSPORTER      Mod. M 134 
 
 
 

VOLTAGE       : 230 Vac  50 Hz 
TOTAL ABSORBED POWER    : 0.4 Kw 230 Vac 50 Hz 
MINIMUM PROFILE DIMENSION    : 220 X 200 mm 
MAXIMUM PROFILE DIMENSION    : 2100 X 2750 mm 
HEIGHT       : 2500 mm. about 
LENGTH       : 2300 mm. about 
WIDHT       : 3900 mm. about 
WEIGHT       : 500 Kg. about 
 
 
 



 

 Powder spray painted steel-made and alluminium structure for higher resistance to corrosion.  

 Automatic profile transport controlled by laser sensor 
 
 
 

   
 
 
 

 Motor command and control through Inverter 

 Profile support completely in inox steel . 

 Emergency push button to stop all moving parts. All control circuits which are in contact with the 
operator are in security low voltage 

 Safety protections against access to the dangerous parts of the machine according to the 
European norms 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Emar srl will reserve the right to modify,at any time,the contents of this catalogue 


